
Optional equipment:
MP-100.14Z
Storage case
for safe transport and 
storage of the Impact-test Hammer.

Impact-test 
Hammer
for impact testing to determine the mechanical strength –
special model with the impact energy of 2.00 joules.
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Use the Impact-test Hammer to carry out impact tests to de-
monstrate the level of robustness of your samples. It is suita-
ble for carrying out impact tests on the basis of many national 
an international standards.

This Impact-test Hammer ist according to e.g.
● IEC 60068-2-75:2014-09 § 6, Fig. 3 (2 J)

The dimensions and weights of Impact-test Hammer are 
standardized. This Impact-test Hammer is built according to 
the stipulations of Publication IEC 60068-2-75.

Body

The body comprises the housing, the striking element guide, 
the release mechanism and all parts rigidly fi xed thereto. 
The housing serves as handle and protects the machanism 
from ambient infl uences.

Striking element

The hammer head is fi xed at the front end of the hammer 
shaft. The hammer head has a spherical segment shape face 
of pure iron with a Rockwell hardness of HRE 80 ... 85. 
The radius of it is 25 mm. A spherical cooking knob is scre-
wed onto the rear end of the hammer shaft. The mass of the 
complete stricking element is 500 g.

Release cone

At the front of the body the release cone with mass 95 g is   
attached. It releases the cocked striking element at a pressu-
re of maximum 10 N.

Technical Data
General Data
Total mass of 
striking element

500 g

Impact energy 2,00 J
Total mass 
of the Impact-test Hammer

3555 g

Release force ≤ 10 N
Main dimensions Ø  63 mm x approx. 350 mm
Weight of dispatch approx. 5 kg (incl. storage case)

Ordering Information
Impact-test hammer ...................................................... MP-F22.20

Manufactorer´s calibration certifi cate ....................... MP-100.09Z

Storage case ................................................................ MP-100.14Z


